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Typical ROW Cross Sections 
 



 
 
 
 
 
 
 
 
 
 
 
 
 

Appendix C1 
 

Millennium Typical ROW Cross Sections 
 



SPOIL SIDE 

SPOIL SlDE WORKING SlDE 

NOTES: 1. THE DIMENSIONS SHOWN ON THIS FIGURE ARE TYPICAL, 
REFER TO CONSTRUCTION ALIGNMENT SHEETS FOR SPECIFIC 
CWA DIMENSIONS. 

NOT TO SCALE 

ENVIRONMENTAL CONSTRUCTION STANDARDS 1 1 
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TOPSOIL 

I 

1 $ PROPOSED 1 
PIPELINE I I 

LIFT & LAY NEW PIPELINE OR PLOWED FIELD 

NOTE: 
1. DEPTH OF COVER IN CROPLAND TO 

BE 4 FT. OR 1 IT. BELOW EXISTING 
FIELD TILE, WHICH EVER IS GREATER. 
(FIGURE 17) 

2. OTHER CONFIGURATIONS OF TOPSOIL AND 
SUBSOIL ARE ACCEPTABLE PROVIDED THEY 
ARE KEPT SEPARATE. 

3. UP TO 16 INCHES OF TOPSOIL REMOVED. 
4. TOPSOIL AND SUBSOIL PILES WILL BE ADEQUATELY 

PROTECTED FROM EROSION AND SEDIMENTATION 
BY USE OF SEDIMENT FILTER DEVICES OR STRAW 
MULCH. 

5. A 1 IN.THICK STRAW VISUAL BARRIER MUST BE 
INSTALLED PRIOR TO SUBSOIL SPOILING OVER TOPSOIL. NOT TO SCALE 

ENVIRONMENTAL CONSTRUCTION STANDARDS 1 ! 
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STRIPPED 
AREA 

I 
I 

I 

SPOIL SIDE I WORHNG SIDE 
NOTE 1 INTERCEPTOR DIVERSIONS 

SID 

SEDIMENT FILTER DEVICE 

NOTES: 1. IN WETLAND AREAS WHICH CONTAIN NO STANDING WATER 
OR SATURATED SOILS, SOIL (TOP 12 INCHES) AND SUB- 
SOIL WlLL BE STOCKPILED SEPARATELY WITHIN THE 
WETLAND CWA. 

2. A SEDIMENT FILTER DEVICE WlLL BE PLACED ACROSS THE 
CWA AT THE WETLAND'S EDGE, 

3. A SEDIMENT FILTER DEVICE WlLL BE PLACED AT THE EDGE OF 
M E  CWA AND AROUND SOIL AND SUBSOIL PILES AS NECESSARY. NOT TO SCALE 

ENVIRONMENTAL CONSTRUCTION STANDARDS I 1 
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Appendix C2 
 

Empire Typical ROW Cross Sections 
 



NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-1
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NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-2
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NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-3
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NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-4
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NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-5
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NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-6
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NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-7 
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NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-8
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NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-9 
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NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-10

Appendix C2

10

sra
PUBLIC

sra
PUBLIC

sra
FERC SUBMITTAL



NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-11
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NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-12
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NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-1 3
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NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-14
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NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-15
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NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-16
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NOTE:
In Agricultural areas and as necessary, 25' of  Additional Temporary Workspace 
width (not shown on these typicals) may be acquired in addition to the 100' 
shown here, as a contingency along construction Right-of-Way (R.O.W.). 
Examples of when this may be necessary include, but are not limited to, the 
presense of highly saturated soils and areas where blasting is needed.

FIGURE 1.3-17
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Appendix C3 
 

Algonquin Typical ROW Cross Sections 
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Appendix C4 
 

Iroquois Typical ROW Cross Sections 
(Not Applicable)  




